
FILMOP INTERNATIONAL SRL    Via dell’Artigianato, 10/11 - 35010 VILLA DEL CONTE (PD) - ITALY- Tel. +39 049 9325066 - Fax +39 049 9325317 - filmop@filmop.com

www.filmop.com

Company certifications:

ISO 14001ISO 9001

PRODUCT SHEET Date of issue: 04/03/24

Energy Autonomy:

Use of clean 
solar energy

Disclaimer: Filmop International Srl reserves the right to update the contents of this document at any time and without notice.

Health and 
environment:
Fulfillment of 

obligations under 
the European REACH 

regulation

Disclaimer: Filmop International Srl reserves the right to update the contents of this document at any time and without notice.

Mesh bag with closing string

REACH

REF. NOTES  CAPACITY
(L)

NET WEIGHT
(kg)

SIZE (cm)
    

0000AT0210A polyester 30 0,068 30x60

0000AT0210B polyester 30 0,068 30x60

0000AT0210C polyester 30 0,068 30x60

0000AT0210F polyester 30 0,068 30x60

0000AT0211A polyester 50 0,12 30x90

0000AT0211B polyester 50 0,12 30x90

0000AT0212A stabilized polyester 70 0,25 60x90

0000AT0212B stabilized polyester 70 0,25 60x90

0000AT0214B stabilized polyester 35 0,15 65x46

Ideal for supports art. P1909914U, P1909926U and P1909927U 

APPLICATIONS
Mesh bag used to wash mops or dust mops in the washing machine: it avoids fraying and linting during the washing, leaving the product 
as it is. Thanks to the rubber string it can be closed.

ECO BOX 

ECO-FRIENDLY PRODUCT
Product sold in packaging compliant with Legislative Decree 116 of 03-09-2020 concerning the obligation of environ-
mental labeling for correct disposal at the end of use. 99% of the cardboard packaging used by the company is made 
on average with 80% recycled paper

MATERIAL
Polyester

CARE AND MAINTENANCE
WARNINGS
Washing at very high temperatures together with detergents ph>11 causes the shrinking of the material due to the delation of the 
fibers
Follow carefully the washing instructions and warnings on the detergent packaging (temperature and dosing) before washing
We recommend the use of normal detergent for textiles, no fabric softener
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WASHING INSTRUCTIONS

60° MAX washing temperature: 60° C

Bleaching possible - Do not use chlorine or bleach

Drying-chamber

No ironing

Do not dry clean

Do not use softener
Use alkaline detergents with Ph < 11

GENERAL PRODUCT SAFETY
The products sold by us do not need a product certification, as they are in compliance with the definition in Legislative Decree 206 
of 06.09.2005

DECLARATION OF CONFORMITY
All the products sold by us are in compliance with the laws in force regarding safety and are covered by an insurance policy "Civil 
responsibility for products"
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