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ACTIVE-FUR - microfiber mop with nylon inserts, 
polyester backing, pockets and flaps, colour-coded 
tags

REACH

REF. NOTES WEIGHT
(gr)

NET WEIGHT
(kg)

SIZE (cm)
    

PCK VOLUME
(m³)

GROSS WEIGHT
(kg)

00PN0406D00  127 0,127 40x13 25 0,025 3,18
00PN0506D00  172 0,165 50x16 25 0,031 4,58

Ideal for light scrubbing and wet mopping of industrial floors, single-fired tiles, stoneware and wooden floors with medium degree of dirt

APPLICATIONS
Ideal for light scrubbing and wet mopping of floors.
To use with foldable mop holders for pocket mops and with Uniko mop holder. Not suitable for Speedy® mop holders.
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COMPLIES WITH THE EUROPEAN GPP GUIDELINES ON THE USE OF ENVIRONMENTALLY 
FRIENDLY PRODUCTS IN PUBLIC ADMINISTRATIONS
Reusable microfiber “flat” mop
Microfiber denier dTtex ≤ 1 for an efficient water and chemical consumption

ECO-FRIENDLY PRODUCT
100% solar-powered textile production
Product sold in packaging compliant with Legislative Decree 116 of 03-09-2020 concerning the obligation of environ-
mental labeling for correct disposal at the end of use. 99% of the cardboard packaging used by the company is made 
on average with 80% recycled paper
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FEATURES
• Tests by an independent external laboratory show that the mop, used wet, can remove Coronavirus 229E from steel surfaces with a 

reduction capacity of 99.7%.
• The microfiber is a synthetic fiber which penetrates deeply into the grooves and pores of floors, captures and removes dust without 

scratching and retains dirt until its release in the washing machine
• The cleaning action and the long life cycle of microfiber guarantee optimal savings keeping high cleaning standards
• The high absorbency due to its capillary action guarantees a great floor covering, a fast floor drying and less stains
• Used with disinfection systems it removes most of germs and bacteria
• Nylon inserts reduce friction on the floor, provide maximum sliding effect and therefore less effort for the operator
• Optimal dirt release during rinsing
• Both pockets and flaps allow to use two different wet mopping system
• Made in Italy
• Latex-free product

MATERIAL
CLEANING SIDE
Microfibre: 85%
Microfibre composition: 100% Polyester
Microfibre  Denier: 0,52
Other fibers: 15%
Fibre composition: 100% Polyammide
Fabric weight: 625 gr/sqm

BACKING
Polyester

SYSTEM
Polyester pockets and flaps

ABSORBENCY
A dry mop absorbs up to twice its own weight

COVERING POWER
The mop can cover about:
40-45 m² in the 40 cm size
45-50 m² in the 50 cm size

LIFE CYCLE
Can be washed max 400 cycles if washing instructions and warnings are followed

CARE AND MAINTENANCE
WARNINGS
Follow carefully the washing instructions and warnings on the detergent packaging (temperature and dosing) before washing
We recommend the use of normal detergent for textiles, no fabric softener
Always a pre-wash cycle in cold water without detergent to remove any residue of chemical solution
We suggest to use the specific net bags for the mop washing
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WASHING INSTRUCTIONS

60° SUGGESTED washing temperature: 60° C

95° MAX washing temperature: 95° C

Bleaching possible - Do not use chlorine or bleach

Mechanical drying at low temperature 50°C

No ironing

Do not dry clean

Do not use softener
Use alkaline detergents with Ph < 11

RELATED PRODUCTS

Foldable plastic mop holder with pockets and 
flaps

Foldable plastic mop holder for mops with 
pockets and flaps, with Uni-Connect fitting 
and cone and Lock System

PUNTO - plastic wringer with adjustable roll BOOST - plastic flat wringer

DEEP - plastic side press wringer without 
bottom

TOP-DOWN® 20 lt - plastic bucket with plastic 
handle and hermetic cover

GENERAL PRODUCT SAFETY
The products sold by us do not need a product certification, as they are in compliance with the definition in Legislative Decree 206 
of 06.09.2005

DECLARATION OF CONFORMITY
All the products sold by us are in compliance with the laws in force regarding safety and are covered by an insurance policy "Civil 
responsibility for products"
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