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MASTER LUX - synthetic mop, plastic support with 
universal thread

REACH

REF. NOTES  NET WEIGHT
(kg)

PCK VOLUME
(m³)

GROSS WEIGHT
(kg)

6300D white, with blue plastic support 0,16 50 0,091 8,98

6300B white, with red plastic fitting 0,16 50 0,091 8,98

6300C white, with yellow plastic fitting 0,16 50 0,091 8,98

6300F white, with green plastic fitting 0,16 50 0,091 8,98

APPLICATIONS
Mainly used for floor washing in small areas.
Mainly used in food and chemical industry, nuclear plants, painting areas, sanitary areas and the consumers' households.

ECO BOX 

ECO-FRIENDLY PRODUCT
100% solar-powered textile production
Product sold in packaging compliant with Legislative Decree 116 of 03-09-2020 concerning the obligation of environ-
mental labeling for correct disposal at the end of use. 99% of the cardboard packaging used by the company is made 
on average with 80% recycled paper

FEATURES
• Material extremely resistant, washable, lightweight and low-lint
• Its performances are very high considering its resistance to aggressive chemicals such as chlorine and hypochlorite
• It dries up very quickly, it never rots avoiding unpleasant smells or mildew
• It absorbs until 1/3 more than normal cotton yarn mops and permits to save until 1/3 of chemical detergent
• It releases the dirt when rinsed and it looks always clean
• It can be used only with screw handles
• Made in Italy
• Latex-free product

MATERIAL
Yarn: polyester and cellulose
Support: polypropylene copolymer

ABSORBENCY
5 times its weight
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CARE AND MAINTENANCE
WARNINGS
Follow carefully the washing instructions and warnings on the detergent packaging (temperature and dosing) before washing
We recommend the use of normal detergent for textiles, no fabric softener
We suggest to use the specific net bags for the mop washing

WASHING INSTRUCTIONS

Cold water washing

30° MAX washing temperature: 30° C

Natural or mechanical drying at reduced temperature max 40°C for 2/3 minutes

No ironing

Do not dry clean

Do not use softener
Use alkaline detergents with Ph < 11

GENERAL PRODUCT SAFETY
The products sold by us do not need a product certification, as they are in compliance with the definition in Legislative Decree 206 
of 06.09.2005

DECLARATION OF CONFORMITY
All the products sold by us are in compliance with the laws in force regarding safety and are covered by an insurance policy "Civil 
responsibility for products"
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